
 

Specificaties 

• thermal labelprinter connectable to weight indicator 

i.a. HPR-Touch 

• quick and easy replacement of the label roll 

• print method: direct 

• resolution 203 dpi 

• movable sensor 

• paper width up to max. 112 mm, roll diameter 

externally up to 127 mm, internally 25,4 or 38,1 mm 

• minimum print area 22.4 x 10 mm; maximum print 

area 108 x 997 mm 

• media type: Vellum paper and labels, matt coated 

paper, glossy coated paper, synthetic film, PET film, 

polyamide 

• print length max. 995 mm 

• print speed up to 152 mm / sec. 

• paper thickness label 0.06mm to 0.19mm 

• barcode print i.a.: Code 39, Code 39C, Code 93, 

Code 128 UCC, Code 128, Code 11, Codebar, EAN-

8, EAN 13, EAN 128, UPC-A, UPC-E, EAN and UPC 

2(5), MSI, ITF, Plessey, Postnet, RSS 

• 2D barcodes: Data Matrix, PDF 417, Maxicode, OR-

code, Micro PDF 417 

• internal fonts: Alpha bitmap font (6 fonts), Outline font 

(1 font) 

• interfaces: USB-2.0, RS232C, ; LAN 10/100 network 

connection 

• dimensions 198 (w) x 258 (d) x 169.5 (h) mm 

• weight: 2,3 kg 

• operating temperature 5 – 40 °C 

• relative air humidity: 25 tot 85 % non-condensing 

• power: external adapter 240V 

 

Note: If the printer is connected to a verified scale it is not 

possible to print if the weight is under the legal minimum 

weight of the balance to weigh. 

 Labelprinter    model BP-610  

 

 

The quick printout of labels, the high print resolution and compact size make this printer 
particularly suitable for industrial applications. 


